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On November l-l-, 1976, Pat Driscol-l- and. Brian Buck of the Division,
along rrith }dr. Brad. Clark of Atl-as inspected. the Rim-Columbus und.er-
ground. uranium mine in the Lisbon Valley area.

This mine is presently being worked. througlr one shaft and. one
incline-with another incl-ine in the process of being d.riven. T?re total
operation is rel-atively small- and nining is expected to last for only
five more years.

The mine produces from the Sal-t Wash Member of the Morrison Formation.
TLre waste rock is nostly a whiteo medir:n grained, sand.stone which contains
enough clay to give the material- fairly high strength when compacted
on the dumps. Ttre angle of repose is about 50 degrees and the compacted.
d.ump surfaces are very hard.. The onl.y vegetation abl-e to naturally
revegetate this hard., nutrient deficient material appears to be russian
thistl-e.

Native Vegetation observed. was; pinyon pine, juniper, russian thistle,
rabbit brush, oak brush, Utah serviceberry, mormon tea, shad.scale, grease-
r{ooai-, cheatgrasso indian ricegrass, and. yucca.

Brad mentioned that he is experimenting with various revegetation
schemes and hopes to have refined an ad.equate one for this operation
in a m.mber of years.

Brian, Pat and. Brad. d.iscussed. what methods would be most appropri-
ate for stabilizing the road.s and d.r;mps. They carne to verbal agreement
on the basic re-grad.ing and soil preparation scheme that woul-d be the
best for this operation. The plant species to be planted would probably
reflect Brad.rs resul-ts from his research combined. with the Divisionrs
past experience.
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